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DECLARATION OF PERFORMANCE 
in accordance with EU Construction Products Regulation (CPR) no 305/2011  

and Commission Delegated Regulation (EU) No 574/2014  

No. DoP-DE-013910 001 [EN] 

1. Unique identification code of the product type: 

 013910 001 (weber.xerm 852) C2 TE S1 

2. Intended use/s: 

 

Improved deformable cementitious adhesive with reduced slip and extended open 
time for internal and external tiling 

3. Manufacturer: 

 

Saint-Gobain Weber GmbH 
Schanzenstr. 84 
40549 Düsseldorf/Germany 
www.sg-weber.de 

4. Authorised representative: 

 
Not applicable 

5. System/s of AVCP: 

 

AVCP system 3 
 

6. Harmonised standard: 

 
EN 12004:2007+A1:2012 

 Notified body: 

 
NB 0432; Materialprüfungsamt Nordrhein-Westfalen 
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7. Declared performance/s: 

 Essential characteristics Performance 

 Reaction to fire Class E 

 Initial tensile adhesion strength > 1,0 N/mm2 

 Tensile adhesion strength after heat ageing > 1,0 N/mm2 

 Tensile adhesion strength after water immersion > 1,0 N/mm2 

 Tensile adhesion strength after freeze-thaw-cycles > 1,0 N/mm2 

 Release of dangerous substances NPD 

  
 

 

The performance of the product identified above is in conformity with the set of declared 
performance/s. This declaration of performance is issued, in accordance with Regulation 
(EU) No 305/2011, under the sole responsibility of the manufacturer identified above. 
   

Signed for and on behalf of the manufacturer by: 

Saint-Gobain Weber GmbH, Düsseldorf, 18.09.2023 

 

 

 

 

 Dr. Benjamin Krebs Dirk Taron-Schreiber 

    

 
 

 
 

 


